





























































































































	CONTENTS
	Safety Instructions
	[P1]   1. Name of the parts
	[P3]   2. Installation
	[P3]   2-1 Installation onto table
	[P6]   2-2 Installation of motor
	[P7]   2-3 Hanging belt
	[P7]   2-4 Installing belt cover
	[P8]   2-5 Installation of metering device
	[P11] 2-6 Installation of tape feeder
	[P12] 2-7 Other installation parts
	[P13] 2-8 Checking power voltage
	[P14] 2-9 Wiring
	[P15] 2-10 Piping

	[P16] 3. Lubrication
	[P16] 3-1 Filling oil tank with lubricating oil
	[P16] 3-2 Applying lubricating oil

	[P17] 4. Proper operation
	[P17] 4-1 Needle to be used
	[P17] 4-2 Installing needle
	[P18] 4-3 Threading
	[P18] 4-4 How to get the tape through
	[P19] 4-5 Adjusting stitch length
	[P20] 4-6 Adjusting thread tension
	[P20] 4-7 Adjusting presser foot pressure
	[P20] 4-8 Adjusting overedge seam width
	[P21] 4-9 Adjustment of differential feed
	[P21] 4-10 Opening and closing of presser foot
	[P22] 4-11 Eye guard and finger guard
	[P22] 4-12 SP device and HR device
	[P23] 4-13 Description operation control panel
	[P25] 4-14 Selection of AB function
	[P26] 4-15 Regulation used to eliminate changes in amount of tape fed at low/high speed
	[P27] 4-16 Other setting changes
	[P28] 4-17 Example of simple setting
	[P29] 4-18 Cutting of tape

	[P30] 5. Upon completion of works
	[P31] 6. Maintenance and inspection
	[P31] 6-1 Adjusting needle thread tension
	[P31] 6-2 Adjustment of looper thread tension
	[P31] 6-3 Basic adjustment of thread and looper
	[P32] 6-4 Adjusting needle height
	[P32] 6-5 Adjusting timing between needle and lower looper
	[P33] 6-6 Adjusting timing between needle and upper looper
	[P33] 6-7 Adjusting timing between upper looper and lower looper
	[P34] 6-8 Adjusting needle and needle guard(rear)
	[P34] 6-9 Adjusting needle and needle guard(front)
	[P35] 6-10 Adjusting lower knife height
	[P35] 6-11 Adjusting upper knife height
	[P35] 6-12 Sharpness of knives and sharpening of lower knife
	[P36] 6-13 Adjusting height of feed dog
	[P36] 6-14 Adjusting tape width
	[P37] 6-15 Adjusting and replacing tape cutter
	[P38] 6-16 Changing lubricating oil
	[P39] 6-17 Checking and replacing oil filter

	[P40] 7. Setting up control panel
	[P40] 7-1 Reducing gathering at sewing finish
	[P40] 7-2 Increase gathering at sewing finish
	[P40] 7-3 Adjusting tape held under presser foot at begining of sewing
	[P41] 7-4 Flat or gathering at beginning of sewing
	[P41] 7-5 Adjusting thread chain
	[P42] 7-6 Convenient functions
	[P47] 7-7 Other functions
	[P48] 7-8 List of timer functions
	[P49] 7-9 List of switch functions

	[P50] 8. Troubleshooting
	[P50] 8-1 Troubleshooting
	[P52] 8-2 Connection test by control panel

	[P54] 9. Specifications
	[P54] 9-1 Specifications for sewing unit
	[P54] 9-2 Electric specifications


